





































































































Technical Parameter

Appendix 2
( DCS 0
1 po2aN | 16 | Do7aN 31 D165N 4 | D26IN 61 D356N
2 DO25N | 17 | D114N 32 D172N 47 | D263N 62 | D36IN
3 Do26N | 18 | D115N 33 D174N 48 | D265N 63 | D365N
4 po3iN | 19 | D11eN 34 | D205N 49 | D266N 64 | D37IN
5 pDoz2N | 20 | D122N 35 | D212N 50 | D271N 65 | D41IN
6 Do36N | 21 D125N 36 | D223N 51 D274N 66 | D412N
7 poa3N | 22 | D13IN 37 | D225N 52 D306N 67 | Da13N
8 Do47N | 23 D132N 38 | D226N 53 D311N 68 | D423N
9 DosIN | 24 | D13aN 39 | D243aN 54 | D315N 69 | D43IN
10 pos3N | 25 | D143N 40 | D24aN 55 D325N 70 | D432N
11 DoséN | 26 | D145N 41 D245N 56 | D331N 71 D445N
12 poésN | 27 | D152N 42 D246N 57 | D332N 72 | D446N
13 Do7IN | 28 | D1s5N 43 D251N 58 | D343N 73 | DasaN
14 po72N | 29 | D1s5eN 44 | D252N 59 | D346N 74 | D4BAN
15 Do73N | 3¢ | D162N 45 | D255N 60 | D351N 75 | DassN
56
Professional FM Transcaiver
( DCS h
76 Da62N | 82 D516N 88 D606N | 94 D64sN | 100 | D723N
77 D46aN | 83 D523N 89 D612N | 95 De54N | 101 | D731IN
78 Da65N | 84 D526N %0 D624N | 96 Des2N | 102 | D732N
79 D466N | 85 D532N 91 D627N | 97 D664N | 103 | D734N
80 D503N | 86 D546N 92 D63IN | 98 D703N | 104 | D743N
\_ 81 D506N | 87 D565N 93 D632N | 99 D712N | 105 | D754N )
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Technical Specification o

(Frequency Range 76-108 MHz (Rx) 3
, . 136-174MHz & 216-280MHz (Rx / T),  136-174MHz & 350-470MHz (Rx / Tx),
(can be suitable for different | 136-174MHz & 400-480MHz (Rx / Tx),  136-174MHz & 420-520MHz (Rx / Tx),
countries or areas): 144-146MHz & 430-440MHz (Rx / Tx),  144-148MHz & 222-225MHz (R / Tx),
66-88MHz & 136-174MHz (Rx / Tx), 66-88MHz & 400-480MHz (Rx / Tx)
Memory channel 199 channels
Operating Voltage 7.4v
Operating Temperature -30C to + 60T
Working Mode Co-channel or Dis-channel simplex
Output Power VHF: 5W / UHF:4W
Modulation F3E(FM)
Max. Frequency Deviation < *£5KHz
Spurious Radiation < -60dB
Frequency Stability +2.5 ppm
Receive Sensitivity <02uv
Audio Output power > 500mwW
Waterproof IP55
Dimension 65 X 119 X 39.5 (mm)
Weight 253g )

NOTE /\

» Specifications are subject to be updated without prior notice.
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Optional Accessories

Six-way charger

ey s

Headset

1300mAh Li-ion batterypack

Speaker/Mic

Leather case

= N
(SL18) (BNQ)

Antenna adapteu

Prolessional FM Transcelver
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DECLARATION OF CONFORMITY

We, Quanzhou Wouxun Electronics Co.,Lid,
No.928 Nanhuan Road,Jiangnan High Technolegy Industry Park,Quanzhou,
Fujian 362000,China,

declare that our product:

Product Description: Two-way Radio
Brand: WOUXUN
Model: KG-UVED

is in compliance with the essential requirements and other relevant provisions
of the R&TTE directive 1999/5/EC and carries the CE mark accordingly.
Supplementary information:

The product complies with the requirements of:

Low Voltage Directive 2006/25/EC
-EN 60950-1: 2006+A11:2009+A1:2010

Efficient use of frequency spectrum
-ETSI EN 301783-1 V1.1.1(2008-09)
-ETSI EN 301783-2 V1.1.1 {2008-09)

EMC Directive 2004/108/EC
-ETSI EN 301 489-1 V1.8.1 (2008-04)
-ETSI EN 301 489-15 V1.2.1 (2002-08)

Date: June 16, 2010
Place: Quanzhou,Fujian,China
Name: Danny Chen

Signature: T L. _ . .. (7L .
Lonny LR

Quanzhou Wouxun Electronics Co.,Lid.

Add:No.928 Nanhuan Road,Jiangnan High Technology Industry
Park,Quanzhou,Fujian 362000,China

Tel:+86 595 28051265 Fax:+86 595 28051267
Hitp:/fwww.wouxun.com
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